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CAS NO. PRODUCT CODE GRADE PRODUCT TYPE

9046-10-0 RS-D400 polyetheramine D-400 Polyetheramine

A difunctional primary amine with repeating oxypropylene
units in its backbone and an average molecular weight of
about 430. The primary amine groups sit on secondary
carbon atoms at the ends of the aliphatic polyether chains.
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GENERAL INFORMATION

Functionality Diamine, primary amine ends

Nominal molecular weight 430

Molecular formula (as stated) (C
3
H

6
O)nC

3
H

10
N

2
, n ≈ 6.1

TYPICAL PROPERTIES

Specific gravity 0.97 g/cm³ at 25 °C Refractive index 1.448 n
D

20

Amine hydrogen
equivalent weight (AHEW)

118 g/eq

Typical values are representative of the product and are not specifications.

RELEASE SPECIFICATION

PARAMETER SPECIFICATION

Appearance Colorless to light yellow liquid

Color 50 max APHA

Primary amine 95.0 min wt%

Moisture 0.25 max wt%

Amine value 4.0 – 4.6 meq/g

Each lot is released against this specification. Lot-specific results are reported on the Certificate of Analysis that ships with every delivery.
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KEY FEATURES

· Low viscosity, color and vapor pressure
· Completely miscible with a variety of solvents

APPLICATIONS

· Epoxy curing agent that provides increased flexibility and toughness
· Polyurethanes and thermoplastic polyamide adhesives
· Salts may be formed for use in cutting fluids
Applications are those stated for the grade. Confirm suitability for each formulation by trials.

PACKAGING AND STORAGE

· Packaging: 200 kg drums.
· Storage: Store in a cool, dry place.

The information in this Technical Data Sheet is provided for technical evaluation and is believed to be accurate as of the issue date. Typical values are
representative and do not constitute a warranty. Binding specifications are those stated on the lot-specific Certificate of Analysis and in the sales
contract. Users should verify suitability for their own process and regulatory requirements. Refer to the Safety Data Sheet before handling. Questions:
solutions@rawsource.com.

DOCUMENT TYPE

Technical Data Sheet

TDS V1.0 · ISSUED 2026-10-23

Page 2 of 2

POLYOXYPROPYLENEDIAMINE, MN ≈ 430 · TECHNICAL DATA SHEET

rawsource.com solutions@rawsource.comRS-D400 · rawsource.com/product/polyetheramine-d-400/


